Procesul tehnologic propus de noi pentru reabilitarea teraselor blocurilor de locuit: decopertarea terasei pana la primul strat de izolatie si executia termo - hidro izolatiei cu spuma poliuretanica peste peste membrana existenta (daca la acestea nu exista pericolul desprinderii ei de stratul suport). In cazul in care membrana hidroizolatoare este desprinsa sau exista pericolul ca aceasta sa se desprinda, zona respectiva va decopertata pana la stratul suport rezistent.

Procedeul permite realizarea intr-o singura operatie atat a izolatiei termice, fonice cat si a impermeabilizarii structurii. Coeficientul de transfer termic (0,02) confirma faptul ca este cel mai bun material izolator de pe piata.

Mentionam ca acest procedeu are avantajul realizarii de suprafete continue, fara rosturi/imbinari. Dupa aplicarea spumei poliuretanice se aplica o vopsea poliuretanica.
Proposed new process technology for the rehabilitation of terraces of apartment buildings: scraping terrace to the first layer of thermal insulation and construction - more than hydro foam insulation over the existing membrane (if there is no danger to them loosening its substrate). If the waterproofing membrane is loose or there is danger that it will fall off, the area will be stripped to substrate resistance.

The process allows a single operation in both thermal insulation, waterproofing against non pressure noise and the structure. Heat transfer coefficient (0.02) confirms that it is best insulation material on the market.

We mention that this method has the advantage of achieving continuous surface without joints / connections. After application of polyurethane foam polyurethane paint is applied.
