Spuma poliuretanica este folosita cu un succes deosebit la reabilitarea termica a constructiilor vechi, a podurilor, a mansardelor precum si la remedierea acoperisurilor degradate. 

AVANTAJELE TEHNOLOGIEI:

- inalta capacitate de izolare termica care nu se gaseste la nici un alt material izolant folosit pana  acum (conductibilitatea termica este de 0,020 w/m.k.);

- greutate redusa, aproximativ 1,2-1,5 kg/mp, nu ingreuneaza acoperisurile ci din contra le consolideaza, nefiind necesara intarirea sau schimbarea asterialei;

- aplicarea continua asigura o protectie impotriva apei in spatiile de locuit chiar si in situatia in care invelitoarea este decopertata sau se executa reparatii la invelitoare;

- durata de viata a lucrarii este de minim 50 de ani;

- grad de rezistenta la foc, nu genereaza particule incandescente, are un indice scazut de propagare a focului si devine casanta;

- termen de executie foarte scurt (450 mp/zi);

- rezistenta la transmisia de vapori de apa; 

- caracteristici fonoabsorbante excelente, reduce zgomotul cu pana la 40 Db (rezultate bune in cazul invelitorilor metalice ce se dovedesc a fi extrem de zgomotoase in conditii atmosferice extreme: ploi torentiale, grindina, etc;

- rezultate remarcabile in cazul constructiilor din lemn atunci cand se vrea pastrarea autenticitatii (ex.: cladiri acoperite cu sindrila).
Polyurethane foam is used with great success to the thermal rehabilitation of old buildings, bridges, attics and roofs damaged and remediation.

Advantages:

- High thermal insulation capacity which is not found in any other insulation material used until now (thermal conductivity of 0.020 W / mk)

- Lightweight, approximately 1.2 to 1.5 kg / m, not hindered, but on the contrary they reinforce roofs, being necessary to strengthen or change asterialei;

- Ensure continuous application of water protection in residential areas even when the roof is uncovered or perform roofing repairs;

- Lifetime of work is at least 50 years;

- Degree of resistance to fire, do not generate incandescent particles, has a low index of spread of fire and becomes brittle;

- Very short delivery timescale (450 sq m / day);

- Resistance to water vapor transmission;

- Excellent sound absorption characteristics, reduces noise by up to 40 dB (metal roof good results if they proved to be extremely noisy in extreme weather conditions: heavy rain, hail, etc.

- Outstanding results in the case when wood construction would preserve authenticity (eg buildings covered with shingles).
